
























 







































































  





















 







































































  












 

 

 

 

 

 

 

 

 





 



































 







































































  








NOTE:
CURBING AND SIDEWALK ARE FOR REFERENCE ONLY.
NOT IN THIS CONTRACT (NIC)














 







































































  








SITE CONSTRUCTION NOTES:
1. EXISTING PLAN FROM SITE SURVEY BY THE CITY OF, DULUTH, MN.  VERIFY EXISTING CONDITIONS

AND REPORT ANY DISCREPANCIES TO THE PROJECT MANAGER IMMEDIATELY.
2. THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATIONS OF ALL EXISTING UTILITIES BEFORE

COMMENCING WORK. CONTRACTOR AGREES TO BE FULLY RESPONSIBLE FOR ANY AND ALL
DAMAGE WHICH MIGHT BE CAUSED BY THE CONTRACTOR'S FAILURE TO LOCATE AND PRESERVE
ANY AND ALL UTILITIES.  CALL GOPHER ONE AT 1.800.252.1166.

3. THE GENERAL CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTATION AND ON-GOING
MAINTENANCE OF STORM WATER AND SEDIMENT CONTROL BEST MANAGEMENT PRACTICES (BMP)
AND COMPLIANCE WITH ALL STATE OF MINNESOTA AND CITY OF HERMANTOWN EROSION AND
SEDIMENT CONTOL REGULATIONS.  THIS CONTRACTOR SHALL CONDUCT THEIR WORK IN A
MANNER TO LIMIT EROSION AND TO PRESERVE THE EROSION AND SEDIMENT CONTROL BMP
MEASURES.  THIS CONTRACTOR SHALL BE RESPONSIBLE FOR ANY RE-ESTABLISHMENT AND
RESTORATION THAT MAY BE NECESSARY DUE TO THEIR FAILURE TO CONDUCT THEIR WORK IN A
CAREFUL RESPONSIBLE MANNER.

4. PERIMETER SEDIMENT BMP'S SHALL BE IMPLEMENTED PRIOR TO THE START OF CONSTRUCTION
ACTIVITY.  STORM INLET PROTECTION SHALL BE MAINTAINED ON ALL STORM DRAINAGE
STRUCTURES.

5. ALL EROSION AND SEDIMENT CONTROL BMP'S SHALL REMAIN IN PLACE AND BE MAINTAINED AS
OPERATIONAL UNTIL PERMANENT VEGETATIVE COVER IS ESTABLISHED AND ALL PAVING IS
COMPLETE.  THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR REMOVING ALL EROSION
CONTROL PROTECTION ITEMS FROM THE SITE AT THE COMPLETION OF THE PROJECT.

6. ALL HORIZONTAL AND VERTICAL CONTROL POINTS SHALL BE ESTABLISHED AND MAINTAINED BY
THE GENERAL CONTRACTOR.

7. ALL GRADES AND ELEVATIONS SHOWN ARE FINISHED GRADES AND ELEVATIONS.
8. RESTORE ALL AREAS DISTURBED BY CONSTRUCTION WITH TOPSOIL AND PLANTING

BEDS/SOD/SEED/MULCH AS SPECIFIED AND INDICATED ON PLANS.
9. ALL GRADES SHALL SLOPE AWAY FROM THE BUILDING AT A 2% MINIMUM SLOPE.
10. ALL SIDEWALKS, CURB RAMPS, AND OTHER SITE ELEMENTS MUST CONFORM TO THE STATE OF

MINNESOTA ACCESS CODES AND  STANDARDS, AND WITH FEDERAL ADA GUIDELINES
11. IN THE EVENT OF A DISCREPANCY WITH PLANT QUANTITIES, THE PLAN, NOT THE PLANT LIST SHALL

GOVERN THE REQUIRED QUANTITIES.
12. COORDINATE ALL WORK BETWEEN TRADES. NOTIFY THE PROJECT MANAGER IMMEDIATELY OF

ANY CONFLICT THAT AFFECTS THIS SITE WORK.
13. CONTRACTOR TO PROVIDE IRRIGATION SHOP DRAWINGS FOR APPROVAL PRIOR TO BEGINNING

WORK.
14. ALL CONCRETE SHALL BE A MINIMUM 4000 PSI WITH FIBERMESH REINFORCEMENT.
15. PROTECT ALL FENCING THAT MAY BE SALVAGED AND REUSED. PROPERLY DISPOSE OF ALL

UNUSABLE FENCING MATERIALS.
16. CONTRACTOR TO OBTAIN CITY PERMITS AND APPROVALS PRIOR TO BEGINNING WORK.
17. CONTRACTOR TO OBTAIN APPROPRIATE DESIGN PROFESSIONALS STAMP FOR ASSOCIATED WORK.
18. PROTECT BACKSTOP DURING CONSTRUCTION
19. ADD FENCING TO BACKSTOP AS NEEDED TO MEET SECTION

NOTE:
CURBING AND SIDEWALK ARE FOR REFERENCE ONLY.
NOT IN THIS CONTRACT (NIC)














 














































































INSPECTION AND RECORD

REQUIREMENTS

RESPONSIBILITIES

RETENTION












 














































































SEQUENCE OF CONSTRUCTIONNOTICE OF TERMINATION

STORM WATER POLLUTION

PREVENTION PLAN

(SWPPP)

For Construction Activities

DATE: 5-12-15

ROCK CONSTRUCTION ENTRANCE

DANDY BAG PROTECTION

SLOPE PROTECTION

SILT FENCE

TREE PROTECTION












 

























































































 







































































  





















 







































































  





















 

























































































 







































































  





















 












































































SITE CONSTRUCTION NOTES:
1. THE CONTRACTOR SHALL DETERMINE THE EXACT LOCATION OF ALL
    EXISTING UTILITIES BEFORE COMMENCING WORK. CONTRACTOR AGREES
    TO BE FULLY RESPONSIBLE FOR ANY AND ALL DAMAGE WHICH MIGHT BE
    CAUSED BY THE CONTRACTOR'S FAILURE TO EXACTLY LOCATE AND
    PRESERVE ANY AND ALL UTILITIES.
2. GENERAL CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTATION OF
    BEST MANAGEMENT PRACTICES (BMP'S) AND COMPLIANCE WITH ALL
    STATE OF MINNESOTA AND CITY SEDIMENT CONTROL REQUIREMENTS.
3. PERIMETER SEDIMENT BMP'S SHALL BE IMPLEMENTED PRIOR TO THE
    START OF CONSTRUCTION ACTIVITY.  STORM INLET PROTECTION SHALL
    BE MAINTAINED ON ALL STORM DRAINAGE STRUCTURES.
4. ALL EROSION CONTROL AND SEDIMENT BMP'S SHALL REMAIN IN PLACE
    AND BE MAINTAINED AS OPERATIONAL UNTIL PERMANENT VEGETATIVE
    COVER IS ESTABLISHED AND ALL PAVING IS COMPLETE.  CONTRACTOR
    TO REMOVE ALL EROSION CONTROL PROTECTION ITEMS (SILT FENCE,
    HAY BALES, ETC.) FROM SITE AT THE COMPLETION OF THE PROJECT.
5. ALL HORIZONTAL AND VERTICAL CONTROL AND LAYOUT TO BE
    ESTABLISHED AND MAINTAINED BY THE GENERAL CONTRACTOR UNDER
    THIS CONTRACT.
6. ALL GRADES AND ELEVATIONS SHOWN ARE FINISHED GRADES AND
    ELEVATIONS.
7. RESTORE ALL AREAS DISTURBED BY CONSTRUCTION WITH
    TOPSOIL AND SOD AS SPECIFIED AND INDICATED ON PLANS.
8.  ALL CONCRETE TO BE 4000 PSI CONCRETE WITH FIBER MESH

REINFORCEMENT.
9.  ALL CONSTRUCTION TO CONFORM WITH CURRENT ADA, IBC, AND LOCAL
     BUILDING CODES
10. CONTRACTOR TO COMPLY WITH ALL MANUFACTURER'S  CONSTRUCTION
     STANDARDS/RECOMMENDATIONS FOR PLAYGROUND INSTALLATION.
11. INSTALL PLAY EQUIPMENT PER MANUFACTURERS SPECIFICATIONS
12. COORDINATE DRAIN LOCATIONS WITH PLAY STRUCTURE POST  

LOCATIONS
     ADJUST DRAINTILE WHERE NEEDED, MAINTAIN SLOPE AS SHOWN ON
     SITE/GRADING PLANS.
13. NOTIFY LANDSCAPE ARCHITECT IN DISCREPANCIES FROM EXISTING

CONDITIONS
      OCCUR.



4" LATERAL DRAIN

WITH SLEEVE 15' O.C.

COMPACTED SUBGRADE

SLOPE TO DRAIN

2% MIN/MAX

MODIFIED SOIL

10" DEPTH MIN.

SOD

6 " DRAIN COLLECTOR

TO DAYLIGHT INTO SWALE

14 " SAND 100% PASSING

#10 SIEVE *

LANDSCAPE FABRIC

NOTE: SKATING AREA TO RECEIVE 4" OF MODIFIED SOIL

AND 8" OF SAND PASSING THROUGH A #10 SIEVE.

*

COMPACTED SUBGRADE

SLOPE TO DRAIN

2% MIN/MAX

SURE-HOP GRADE

AA INFIELD MIX

PLACE IN 2 LIFTS

INSTALL PER

MANUFACTURERS

INSTRUCTIONS

6 " COMPACTED GRAVEL

LANDSCAPE FABRIC












 














































































2" O.D. SCHEDULE 40 STEEL PIPE

WITH CONTINUOUS BEND

5" DIA. BOLT PLATE

ELEVATION

PLAN VIEW

EDGE OF

CONCRETE

NOTES:

1. BIKE RACK BY OTHERS

2.  INVERTED-U BIKE RACKS SHALL BE GALVANIZED

     AS PROVIDED BY MANUFACTURER.

RACKS BY OTHERS

CONTROL JOINT 1/4 DEPTHOF

CONCRETE, 1/4" WIDE WHERE

SHOWN ON PLAN

CONCRETE WITH MEDIUM

BROOM FINISH

COMPACTED AGGREGATE

UNDISTURBED SOIL

7/8" DEEP GROOVE FILLED WITH 5/8" BACKER

ROD AND FINISHED WITH MIN 1/2" X 1/4" JOINT

SEALER OR VOID CAP, 1/4" GROOVE W/ 1/4" X 1/2'

JOINT SEALER

1/2" FIBER EXPANSION JOINT

CONCRETE WITH MEDIUM

BROOM FINISH

18" #4 REBAR @ MID-DEPTH 18" O.C.

NATIVE SOIL, COMPACTED

AS PER SPECIFICATIONS

UNDISTURBED SUBGRADE

SURFACE STRIPING

4" WIDE COURT LINES

ASPHALT

(2) 2" LIFTS

COMPACTED AGGREGATE BASE

GEOTEXTILE FABRIC

COMPACTED SUBGRADE

SLOPE TO DRAIN

    1.5% MAX

PROVIDE ASPHALT MIXES FOR APPROVAL

PROVIDE STRIPING SPEC. FOR APPROVAL

COMPACTED AGGREGATE BASE

FIBER REINFORCED 4000 PSI CONC.

COMPACTED AGGREGATE BASE

COMPACTED SUBGRADE

SLOPE TO DRAIN

2% WASH MAX.

STIFF BROOM FINISH












 












































































CONCRTE CORE AND CAP

SLOPE CONCRETE AWAY FORM POST

6" DIA 3/8" STEEL BOLLARD

CONCRETE FILLED, PAINTED YELLOW

SPACE BOLLARDS NO MORE

THAN 4'-0" O.C.

COMPACTED

AGGREGATE BASE














 

























































































 

























































































 

























































































 







































































  





















 







































































  




















 













































































